
SYSTEM SPECIFICATIONS

Minimum width 770mm

Maximum width 6000mm

Maximum drop 4000mm

Maximum area 20sqm

Linkable No

Headbox Yes

Fabric deductions N/A ziper to edges

HMX 130 ZIP

The Helioscreen HMX 130 
ZIP is a unique and versatile 
external blind system.

The zip guide channels 
hold the fabric laterally, 
removing gaps between 
the channel and the fabric, 
which increases stability 
and visual appeal.

Designed and engineered in 
Europe, this system features 
a sturdy 130x150mm 
headbox and allows many 
installation variations, 
including with optional 
headbox support brackets.

System details

TECHNICAL INFORMATION

Headbox Two part extruded aluminium headbox 130x150mm

End plates Cast aluminium with zip channel connection sleeve

Roller tube 80 / 85 / 95mm roller tube with zip reducers

Zip channels Two part extruded guide channels 35x50mm

Installation options Reveal or face fix installation variations

Zip channel & baserail sizes
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EXTERNAL ZIP BLIND 

130x150mm HEADBOX

Headbox size Double baserail Cover pivot

Double baserailBaserail Zip channels

http://www.helioscreen.com.au/hv80-external-venetian.html


Power cable exit options
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Power cable exit options with grooved back profile

(Grooved back profile for systems over 5m
 wide when optional support plate is used)
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Oberfläche

Titel, Beschreibung

Blatt
1 / 1V005137

Stützkonsole ZIP-E150

blank

Maßstab
1 : 1

Allgemeintoleranz
ISO 2768 m

Masse
0,05 kg

Erstellt am Erstellt von

Artikelnummer

04.01.2017 W. Brugger

Genehmigt am Genehmigt von

Schutzvermerk nach DIN ISO 16016 beachten

Format
A4

Material
EN-AW 6060 T66 (AlMgSi 0,5 F22)

Zeichnungsnummer

ZIP-E150-40L01

Speichernummer

Revision

1

Bezeichnung im Movex
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(Grooved back profile for systems over 5m
 wide when optional support plate is used) 

Headbox size Support plate

Optional headbox support plate details for widths over 5m
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Helioscreen Australia Pty Ltd – Dealers Australia Wide 

www.helioscreen.com.au | enquiries@helioscreen.com.au | Phone 1300 766 319 

Channel stand-off brackets – detail

Side-by-side system details

Single system details

Side view

Fixing options

 C/C is order size - 40 mm
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 C/C is order size - 20 mm C/C is order size - 20 mm

Zip channels
Face fix

Zip channels
Side fix
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